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#12-14 x 3/4" Tek
Self-Drilling
Metal Screw

25 x 25 mm (1 x 1")
18 ga. Z-Girt
Unpainted

G90 Galv. Steel

Self-Drilling
Metal Screw

Unity Clip
Aluminum

810-01 710-01

AAA-01 AAA-04

25x90 mm (1x3-1/2")
18 ga. Hat Channel

Unpainted
G90 Galv. Steel

810-03 810-03B

25x90 mm (1x3-1/2")
18 ga. Hat Channel

Black Painted
G90 Galv. Steel

#8 x 1/2" Truss Tek
Self-Drilling

Metal Screw

AAA-08

5.5 x 30
Self-Drilling
Metal Screw

SFS SX3/15-D12

710-05B
75 mm x 75 mm
(3" x 3") 26 ga.
Black Painted

Metal

810-05

L Molding
Aluminum

Outside Corner
Molding

Aluminum

810-02

Starter rail/
Vent Screen 18 ga.

Black Painted
G90 Galv. Steel

810-04B

REV BY DATE DESCRIPTION

DATE:DATE:DESIGN BY:DESIGN BY:

CM

DATE:DATE:NONE

SCALE:SCALE: REV:REV:DETAIL:DETAIL: APPROVED BY:APPROVED BY:

www.spectrum-built.com
1-855-444-0588

TITLE:TITLE:

SYSTEM:SYSTEM:

1
2 CM

CM
Iterms removed
Drawing format

25-10-14
24-03-14

2021-04-16

2025-10-14

2

NMD

COMPONENTS

SPECTRUM UNITY
WITH SPECTRUM 810 SYSTEM ON CMU WALL



REV BY DATE DESCRIPTION

DATE:DATE:DESIGN BY:DESIGN BY:

CM

DATE:DATE:NONE

SCALE:SCALE: REV:REV:DETAIL:DETAIL: APPROVED BY:APPROVED BY:

www.spectrum-built.com
1-855-444-0588

TITLE:TITLE:

SYSTEM:SYSTEM:

1 CM Bold removed25-10-14

2024-03-14

2025-10-14

1

NME

INSTALLATION KIT FOR SPECTRUM UNITY

SPECTRUM FAÇADE
WITH SPECTRUM 810 SYSTEM ON CMU WALL

(5X)
#20 Torx Drill Bit

High performance
structural adhesive

for HPL

Paneltack HM

0324-609B

Write Away
Griffi Remover

HOW
 TO

 U
SE

Speed Spacer
Instruction

Adhesive gun
for adhesive sausage

Touch Up Paint
for each color

TOUCH UP PAINT
Permatex

RTV Silicone

80050

V-Notch tip
for sausage gun

AAA-13 AAA-08

(1X)
Self Centering
Handle Tool

(2X) 5/16" 118 High
Speed Steel

Jobber Drill Bit
Oxide Finish

1/4" Magnetic Drive
(2X)

1/4" Magnetic
Nutsetter

(2X)
Speed Spacer Tool

(5X)
#25 Torx Drill Bit

TW20 TW25 AAA-09

(2X)
1/4" Magnetic Quick

Release Bit Holder

Apex with Sleeve5/16" Drill Bit 5/16" Magnetic Drive

(5X)
#1 Robertson Bit

Square Head

(2X)
5/16" Magnetic

Nutsetter

AAA-11

Installation
Instruction

Unity-Inst.

IN
ST

ALL
ATIO

N
GUID

E



7. Spectrum Unity can be used as part
of a ventilated façade system which
allows air circulation between the
façade material and the water
resistant layer behind.
To enhance natural ventilation, the
façade should be installed with a cavity
of at least 25mm (1") deep behind the
façade material.

10. The width of the intermediate
joint must be at least 8mm (5/16").
Use the Speed Spacer Tool to set the
gap.

8. For a sufficient water resistant layer,
depending on the application, apply a
WRB (weather resistant barrier)
complying with the local building code
requirements.

9. At the bottom and top of the
cladding, as well as at each
interruption in the façade (e.g. window
frames), ventilation spaces should be
made of at least 2.4 sq.in. per linear
foot of façade.

1. Refer to and review materials handling, storage and processing guidelines
section of the latest version of the ATS Installation Instruction Manual.

2. Inspect and inventory all subframing, fasteners and panels deliveries upon
arrival. Note any damage that may have occurred during shipping and take
photographs of the damage and packaging if possible. Notify ATS of any
damage or missing items.

3. Subframing and all fasteners should be installed in accordance with
specifications, shop drawings and manufacturer's recommendations.

4. Subframing anchors are not provided by ATS and should be carefully
selected based on the project specific design loads. They should not interfere
with and conform to the guidelines of the weather barrier manufacturer and
specifications. Some weather barrier types are not self healing and will
require additional sealant at penetration points.

5. Subframing components (Iso Clips, z-girts, etc.) are typically installed
vertically and the installer must allow for independent thermal expansion and
contraction. Pieces can be used in line together to achieve the desired length
of channel, although it is most desirable to align subframing joints with panel
joints. Typical ATS L-girts and Z-girts stock lengths are 10 feet.

6. Caution should be used at areas of discontinuity (expansion joints, flashing
detail, anchor penetration points, etc.). At no point can subframing be placed
over expansion joints. Dissimilar load bearing wall assemblies will require a
break in the subframing assembly.

26. If field modification of a panel is required, consult the fabrication section
of the latest version  of the ATS Installation Manual first. Always use carbide
or diamond tipped tooling and correct feed rates. Laminate floor blades are
highly recommended for cutting Trespa. The blade height should be set to
twice the thickness of the panel to be cut. On a table saw, the nice finish
surface (Decor) of the panel should be facing up and it should be facing down
when using a portable saw.

27. Trespa panels should be cleaned with soaps and water, rinsed well, and
wiped dry to remove construction dirt and avoid streaking. Do not use
abrasive or polishing compounds. For more stubborn stains, graffiti, pollution,
etc., use the Zep WriteAway spray cleaner.

25. Use the supplied centering tool to
guide the self-drilling screws into the
remaining sliding point (oversized)
panel holes. Do not over tighten the
screws. Snug/hand tight and flush with
the panel face is sufficient or stripping
or shearing the fastener head might
occur.

25mm
(1") MIN.

11. The maximum distance between
the vertical Z-girt (710-01) or
hat-channel (810-03B) should be
406mm (16") on center.

12. Hat-channel (810-03B) should be
used only where 2 planks meet. The
Z-girts (710-01) should be used as the
intermediate furring.

406mm
(16")
MAX"

13. If unpainted galvanized steel hat-channel (810-03) are used instead of the
pre-painted ones (810-03B), add a band of 102mm (4") wide 26ga black flat
stock material (by others) between the hat-channel and the universal clips.
The flat stock material will provide a black finish reveal where 2 planks meet.

14. A gap of 8mm (5/16") should
always be kept between the end of a
plank and any other object (other
plank, outside corner profile, window
frame, etc.)
15. Begin the installation by
positioning the starter rail/vent screen
(810-04B) perfectly level and at least
50mm (2") above a finish and stable
grade.

16. Place the Unity planks by sliding them on top of the starter rail/vent
screen (810-04B).

17. Once the first row of Unity planks
is installed, place the Unity clips
(810-01) with the head facing up.

18. Secure to the galvanized steel
Z-girts and Hat-channel the Unity clip
(810-01) using the AAA-04 self-drilling
screws into the top hole.

19. Use the Speed Spacer tool provided
to allow for a 1mm (3/64") vertical
expansion.

20. Each Unity plank should be locked in place by adding a bead of adhesive
(Bostik PanelTak Hm or Sika Sikaflex 221 or Dow U-428) between the Unity
clip that is as close as possible to the center of the plank and the plank itself
(one locking location only per plank).

21. When placing a row of Unity planks, always check that an intermediate
joint is supported on both sides by its own Unity clip.

23. The top row of planks should be
cut down to size using a saw. Once
these planks are cut, the tongue will be
removed and the Unity clips will be
unusable to fix the last row of planks.
The Unity planks should be secured in
place by using the Ejot JT3-LT-3 screws.
8 mm (5/16") holes should be
pre-drilled into the plank before using
the Ejot screws. These holes should
not be closer to any edge than 19 mm
(3/4").

5/16"
(8 mm)

2"
(52 mm)

 

22. The Unity clip (810-01) can be used
as a 8 mm (5/16") spacer between
(2)two planks or between a plank and
any other item.

24. On the last row of planks, an Ejot
JT3-LT-3 screw can be used as a shim
to make sure that top portion the
planks won't lean against galv. steel
sub-structure. The screw head is about
the same thickness as the portion of
the Unity clip that generates a gap
between the backside of the plank and
the sub-structure.
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DOOR JAMB WITH FLASHING RETURN

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

184 mm, 375 mm or 565 mm (7-1/4", 14-3/4" or 22-1/4")
CUT ON SITE AS REQUIRED

A
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(1/8")
MIN.

D
C
B

7 6

AIR CAVITY
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m
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Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
Spectrum Bond continuous adhesive
Spectrum Bond double sided foam tape
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Flashing
Z-girt anchor
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Description (supplied by ATS)No.

184 mm, 375 mm or 565 mm (7-1/4", 14-3/4" or 22-1/4")
CUT ON SITE AS REQUIRED

A
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(1/8")
MIN.

D
C
B

7 6

AIR CAVITY
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Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
Spectrum Bond continuous adhesive
Spectrum Bond double sided foam tape
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VERTICAL JOINT

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

7
6 mm
(1/4")

192 mm, 387 mm or 578 mm
(7-3/4", 15-1/4" or 22-3/4")

184 mm, 375 mm or 565 mm
(7-1/4", 14-3/4" or 22-1/4")

3

AIR CAVITY
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Z-girt anchor
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SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

Up to 610 mm (24")

192 mm, 387 mm or 578 mm
(7-3/4", 15-1/4" or 22-3/4")

184 mm, 375 mm or 565 mm
(7-1/4", 14-3/4" or 22-1/4")

8 mm
(5/16") MIN.

3650 mm (143-11/16") MAX.

AIR CAVITY

4 3 98 12 5

B
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(1-1/8")
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)

#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Z-girt anchor

L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)8
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)9

2 1

25 mm (1") - 18 ga. min. vertical galv. steel Hat-girt - Painted black (810-03B)

8

45671
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
3
4
5
6
7

A
B

CMU
Z-girt anchor

75 mm x 75 mm (3" x 3") 26 ga. metal flashing corner closure (710-05B) - Black - Optional8
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)9
Spectrum Bond continuous adhesive10
Spectrum Bond double sided foam tape11

A

A
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SPECTRUM UNITY VERTICAL
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AIR CAVITY

2976.8939

1237891011

3 mm
(1/8")
MIN.

184 mm, 375 mm or 565 mm (7-1/4", 14-3/4" or 22-1/4")
CUT ON SITE AS REQUIRED 6 mm (1/4")

6
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5

B

A
Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
3
4
5
6
7

A
B

CMU
Z-girt anchor

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

8

Outside corner profile 50 mm x 50 mm (2" x 2") extruded aluminum (810-02)

9
Spectrum Bond continuous adhesive

10
Spectrum Bond double sided foam tape

11
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DOOR HEAD W/ FLASHING RETURN - VISIBLE VENT SCREEN

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
3
4
5
6

A
B

CMU
System closure

L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)

7

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

8
Vent screen (910-07B)

9
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

10

C
D

Flashing anchor
Z-girt anchor
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DOOR HEAD W/ FLASHING RETURN

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
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4
5
6

A
B

CMU
System closure

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

7
8

Vent screen (910-07B)

9
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

C
D

Flashing anchor
Z-girt anchor
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Unity 1 dim
Drawing format
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WINDOW HEAD W/ FLASHING RETURN - VISIBLE VENT SCREEN

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL
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B 7C 9
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U
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m
 (24")

3650 m
m

 (143-11/16")
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6
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9 2725.3484

4689.1120

D

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
3
4
5
6

A
B

CMU
System closure

7

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
8

Vent screen (910-07B)

9
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

C
D

Flashing anchor
Z-girt anchor
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Unity 1 dim
Drawing format

25-10-14
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2025-10-14
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NM8A

WINDOW HEAD W/ FLASHING RETURN 

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

10 mm (3/8")
MIN.
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1

8
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
3
4
5
6

A
B

CMU
System closure

7

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
8

Vent screen (910-07B)

9
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

C
D

Flashing anchor
Z-girt anchor
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Unity 1 dim
Drawing format
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HORIZONTAL JOINT

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
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7

A
B

CMU
Z-girt anchor

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)
8 L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)
9 25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)



REV BY DATE DESCRIPTION

DATE:DATE:DESIGN BY:DESIGN BY:

CM

DATE:DATE:NONE

SCALE:SCALE: REV:REV:DETAIL:DETAIL: APPROVED BY:APPROVED BY:
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Unity 1 dim, Bond
Drawing format
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SPECTRUM UNITY VERTICAL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. horizontal galv. steel Z-girt - Unpainted (710-01)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
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4
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7

A
B

CMU
Z-girt anchor

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)
8 L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)
9 Spectrum Bond continuous adhesive
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to
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)
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7
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C

10 Spectrum Bond double sided foam tape

C Vertical girt

11

11 25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
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Unity 1 dim
Drawing format

25-10-14
24-03-14

2021-04-16

2025-10-14

2

NM11

WINDOW SILL

SPECTRUM UNITY VERTICAL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. horizontal galv. steel Z-girt - Unpainted (710-01)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Flashing

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

C Z-girt anchor
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25-10-14
24-03-14

2021-04-16

2025-10-14

2

NM12

PARAPET CAP

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

3

3650 m
m

 (143-11/16")

25 mm
(1")

29 mm
(1-1/8")

6

C

A

7

5

4

5513.9836

4393.0813

6 mm
(1/4")
MIN.

B

1

2

6 mm
(1/4")
MIN.

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. horizontal galv. steel Z-girt - Unpainted (710-01)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Flashing

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

C Z-girt anchor
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BASE FLOOR PANEL W/FLASHING RETURN  AND VENT SCREEN

SPECTRUM UNITY VERTICAL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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A
B

CMU
System closure

L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)

7

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

8
Vent screen (910-07B)

9
#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

10

C
D

Flashing anchor
Z-girt anchor
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Drawing format
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
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A
B

CMU
System closure

L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)
7

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
8
9

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

C
D

Flashing anchor
Z-girt anchor
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SPECTRUM UNITY VERTICAL
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Z-girt anchor

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)
8 L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)
9 Vent screen (910-07B)

10 25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
11 RVT adhesive 80050 - one bead only per plank

AIR
FLOW
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1 CM Unity 1 dim, Bond25-10-14
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Description (supplied by others)No.

Description (supplied by ATS)No.

#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1")  - 18 ga. min. horizontal galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

Vertical girt
HSS

2
1

3
4
5

6
7
8

A
B
C

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)
Spectrum Bond continuous adhesive

Unity clip (810-01)

Girt anchor

Outside corner profile 50 mm x 50 mm (2" x 2") extruded aluminum (810-02)

1 mm (1/32") MIN.

1 mm (1/32") MIN.

184 mm, 375 mm or 565 mm
(7-1/4", 14-3/4" or 22-1/4")

192 mm, 387 mm or 578 mm
(7-3/4", 15-1/4" or 22-3/4")
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1 CM Unity 1 dim, Bond25-10-14
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Description (supplied by others)No.

Description (supplied by ATS)No.

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)
HPL Panel as specified 8, 10 or 13 mm (5/16", 3/8" or 1/2") thick
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
25 mm (1") - 18 ga. min. vertical galv. steel Hat-girt - Painted black (810-03B)

Vertical girt
HSS

2
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B
C

Outside corner profile 50 mm x 50 mm (2" x 2") extruded aluminum (810-02)

Spectrum Bond continuous adhesive

Girt anchor

1 mm (1/32") MIN. 6 mm (1/4") MIN.

7

7 25 mm (1") 18 ga. min. horizontal galv. steel Z-girt - Unpainted (710-01)
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1
2 CM
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Unity 1 dim
Drawing format
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2021-04-16

2025-10-14

2

NM16

DOOR JAMB WITH FLASHING RETURN

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

4

3650 mm (143-11/16") MAX.

29 mm
(1-1/8")

8 mm
(5/16")

MIN.

D

A

B

C
1 32

Up to 610 mm (24")
3835.7654

5

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
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A
B

CMU
System closure

C Flashing anchor
D Z-girt anchor
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1
2 CM
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Unity 1 dim
Drawing format

25-10-14
24-03-14
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NM17

WINDOW JAMB WITH FLASHING RETURN

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

1

8 mm
(5/16")

MIN.
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A

C

B

29 mm
(1-1/8")

3650 mm (143-11/16") MAX.

42 3

406 mm (16") TYP.
3835.7654

5

2976.8939

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
3
4
5
6

A
B

CMU
System closure

C Flashing anchor
D Z-girt anchor
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1
2 CM
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Unity 1 dim, Bond
Drawing format
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NM18

VERTICAL MID PANEL - FIXED POINT

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

7 A

29 mm
(1-1/8")

1 32
Up to 610 mm (24")

4B 5

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
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4
5
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A
B

CMU
Z-girt anchor

RVT adhesive 80050 - one bead only per plank7

6
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Unity 1 dim
Drawing format

25-10-14
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NM19

VERTICAL PANEL JOINT

SPECTRUM UNITY VERTICAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

3650 mm (143-11/16") MAX.

1

29 mm
(1-1/8")

3650 mm (143-11/16") MAX.
3497.4547

32 B

3602.5453

4 A5

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") - 18 ga. min. vertical galv. steel Hat-girt - Painted black (810-03B)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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B

CMU
Z-girt anchor

Up to 610 mm (24")Up to 610 mm (24")

8 mm
(5/16")
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www.spectrum-built.com
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TITLE:TITLE:

SYSTEM:SYSTEM:

1
2 CM

CM
Unity 1 dim
Drawing format

25-10-14
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NM20

INSIDE CORNER

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

5Up to 610 mm (24")

U
p to 610 m

m
 (24")

A

6

B

29 mm
(1-1/8")

29 mm
(1-1/8")

4 3

8 mm
(5/16")

12

8 mm
(5/16")

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
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4
5

6

A
B

CMU
Z-girt anchor

75 mm x 75 mm (3" x 3") 26 ga. metal flashing corner closure (710-05B) - Black - Optional
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1
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Drawing format

25-10-14
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2025-10-14
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NM21

OUTSIDE CORNER

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

Up to 610 mm (24")

3650 mm (143-11/16") MAX.
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") - 18 ga. min. vertical galv. steel Hat-girt - Painted black (810-03B)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
2
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4
5

6

A
B

CMU
Z-girt anchor

Outside corner profile 50 mm x 50 mm (2" x 2") extruded aluminum (810-02)
7 #8 x 1/2" Truss tek self-drilling metal screw (AAA-08)

29 mm
(1-1/8")
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TITLE:TITLE:

SYSTEM:SYSTEM:

1
2 CM
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Unity 1 dim
Drawing format

25-10-14
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NM22

DOOR HEAD W/ FLASHING RETURN - VISIBLE VENT SCREEN

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

29 mm
(1-1/8")

A

184 m
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, 375 m
m

 or 565 m
m

(7-1/4", 14-3/4" or 22-1/4")

B C

4
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1
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4689.1120

Description (supplied by others)No.

Description (supplied by ATS)No.
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
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A
B

CMU
Starter Rail / Vent Screen anchor

Starter Rail/Vent screen (810-04B)

C Z-girt anchor



REV BY DATE DESCRIPTION

DATE:DATE:DESIGN BY:DESIGN BY:

CM

DATE:DATE:NONE
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1-855-444-0588

TITLE:TITLE:

SYSTEM:SYSTEM:

1
2 CM
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Unity 1 dim
Drawing format

25-10-14
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2025-10-14
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NM23

WINDOW HEAD W/ FLASHING RETURN - VISIBLE VENT SCREEN

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

184 m
m

, 375 m
m

 or 565 m
m

(7-1/4", 14-3/4" or 22-1/4")

BA C

3

4

2

1

4689.1120

29 mm
(1-1/8")

Description (supplied by others)No.

Description (supplied by ATS)No.
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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A
B

CMU
Starter Rail / Vent Screen anchor

Starter Rail/Vent screen (810-04B)

C Z-girt anchor
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1
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NM24

HORIZONTAL PANEL JOINT

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

A
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184 m

m
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

1
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5

A
B

CMU
Z-girt anchor

1

2
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1
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Drawing format
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NM25

WINDOW SILL

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

3577.8383 29 mm
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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A
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CMU
Z-girt anchor

Spectrum Bond continuous adhesive
7 Spectrum Bond double sided foam tape

C Flashing
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1
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Unity 1 dim
Drawing format

25-10-14
24-03-14

2021-04-16
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NM26

PARAPET CAP

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

29 mm
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Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Z-girt anchor

Spectrum Bond continuous adhesive
7 Spectrum Bond double sided foam tape

C Flashing
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Drawing format

25-10-14
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NM27

BASE FLOOR PANEL W/FLASHING RETURN  AND VENT SCREEN

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

GRADE
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Description (supplied by others)No.

Description (supplied by ATS)No.
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Starter Rail / Vent Screen anchor

Starter Rail/Vent screen (810-04B)

C Z-girt anchor
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1
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Unity 1 dim, Bond
Drawing format

25-10-14
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NM28

SOFFIT DETAIL

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810 SYSTEM ON CMU WALL

1

8910

Description (supplied by others)No.

Description (supplied by ATS)No.
Unity clip (810-01)
#6 x 3/4" Self-drilling metal screw (AAA-04)

25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

#12 X 3/4" Tek self-drilling metal screw (AAA-01)
Dörken Delta Vent SA or other approved WRAB
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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CMU
Z-girt anchor

Vent screen (910-07B)
8 L profile 45 mm x 10 mm (1-3/4" x 3/8") extruded aluminum (810-05)
9 Spectrum Bond continuous adhesive

10 Spectrum Bond double sided foam tape
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Option with two (2) Starter Rails
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2025-10-14

NM29

COLUMN WITH BOXED CORNER CLOSURE - UNITY PLANKS

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810-ATB SYSTEM

Description (supplied by others)No.

Description (supplied by ATS)No.

#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") - 18 ga. min. vertical galv. steel Hat-girt - Painted black (810-03B)
#12 X 3/4" Tek self-drilling metal screw (AAA-01)
HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")

HSS

2
1

3
4
5

6
7
8

#8 x 1/2" Truss tek self-drilling metal screw (AAA-08)
RVT adhesive 80050 - one bead only per plank

Unity clip (810-01)

Girt anchor

Outside corner profile 50 mm x 50 mm (2" x 2") extruded aluminum (810-02)
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6
3 mm (1/8") MIN.
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A
B

9 25 mm (1") 18 ga. min. horizontal galv. steel Z-girt - Unpainted (710-01)
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NM30

SIGNAGE / DEAD LOAD ANCHORING

SPECTRUM UNITY HORIZONTAL
WITH SPECTRUM 810-ATB SYSTEM

Description (supplied by others)No.

Description (supplied by ATS)No.

#6 x 3/4" Self-drilling metal screw (AAA-04)
25 mm (1") 18 ga. min. vertical galv. steel Z-girt - Unpainted (710-01)

HPL Plank as specified 8 mm (5/16") thick x 3650 mm (143-11/16") long
Unity 1:  Decor height: 184 mm (7-1/4")
                Overall height: 197 mm (7-3/4")
Unity 2:  Decor height: 375 mm (14-3/4")
                Overall height:  387 mm (15-1/4")
Unity 3:  Decor height: 565 mm (22-1/4")
                Overall height: 578 mm (22-3/4")
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